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Vaisala Remote Road Surface Sensors DSC111, DSC211, and DST111 Valid from June 2025

Item code Item description Details

Sensor for remote road condition measurement
DSC111 Road State Sensor model for ROSA and LX-RPU Used with ROSA and LX-RPU weather stations.
DSC211RWS Remote Road Sensor for RWS200 and RWCC Used with RWS200 and RWCC weather stations.

Visibility (MOR) measurement option for DSC111 and DSC211
DSCVIS Unlock code for visibility reporting in 10–2000 m visibility range 

with 20 % accuracy.
Average accuracy in fog and snowfall conditions. Note that 
DSCVIS is for DSC211RWS only. If you order DSCVIS 
separately without DSC211RWS, give the sensor serial 
number with your order. You will get an activation code for 
the sensor. The DSCVIS code is sensor specific.

Sensor for remote road temperature measurement
DST111 Normal DST settings Used without RWS200.
DST111RWS RWS200-specific DST settings Used with RWS200.

Cables for connecting DSC and DST
216548 DC power / RS-485 cable 0.6 m for connecting  DSC and DST M12 connectors on both ends (male and female)
INDIGOCABLE1M DC power / RS-485 cable 1.0 m for connecting DSC and DST M12 connectors on both ends (male and female)

Cables from DSC or DST to any connection terminal (typically weather station)
26719 DC power / RS-485 cable 3 m for DSC or DST M12 connector on sensor end, open leads on other end
26720 DC power / RS-485 cable 5 m for DSC or DST M12 connector on sensor end, open leads on other end
216546 DC power / RS-485 cable 10 m for DSC or DST M12 connector on sensor end, open leads on other end
216547 DC power / RS-485 cable 25 m for DSC or DST M12 connector on sensor end, open leads on other end
DR221741Z50M DC power / RS-485 cable 50 m for DSC or DST M12 connector on sensor end, open leads on other end
DR221741Z100M DC power / RS-485 cable 100 m for DSC or DST M12 connector on sensor end, open leads on other end
DR221741Z150M DC power / RS-485 cable 150 m for DSC or DST M12 connector on sensor end, open leads on other end

Calibration equipment
– – Any laser pointer (preferably with a distance meter) can be 

used to verify that the sensor points to the correct spot. 
For example, Bosch GLM 80.

Cleaning tool for DSC and DST
DSCDSTCLEANINGTOOL Cleaning tool for DSC and DST optics Cleaning Tool Technical Note M213155EN

Spare part for mounting
236372SP Mounting bracket set for DSC111, DSC211, or DST111 Included in the sensor, available only as a spare part.

Spare part hood
DRW217593SP Protection hood for DSC sensor Included in the sensor, available only as a spare part.
DRW218846SP Protection hood for DST sensor Included in the sensor, available only as a spare part.

https://docs.vaisala.com/access/sources/dita/map?aton_code=M213155EN
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