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	Insert from: "FORCE CHD DR 2024 123-29316.pdf"
	EHEDG Hygienic Design Criteria Evaluation Report
	No. FORCE HDC DR 2023 123-30231
	Submitted by: Vaisala Oyj, Vanha Nurmijärventie 21, 01670 Vantaa. Finland
	Materials, Surface Roughness Fabrication and Geometry:
	 The drainability of the sensors and flow cell can be guaranteed when the sensors are assembled in a suitable process connection an installed in an otherwise drainable piping system.
	 Dead legs in installation flanges must be shorter than L < D (pipe diameter) – d (rod diameter), as specified in the drawings.
	Installation and Cleaning:
	 Mounting instructions are provided that specify correct installation for self-drainability.
	 The PR53AC sensor comes in a tri-clamp version (specified with Combifit gasket in the installation manual) and Varinline® type N both being EHEDG approved process connections.
	 Only process connections listed in the latest version of the EHEDG position paper (P1) are applied.
	 Tank installations are specified to be sloped for proper drainability and that the surfaces of the sensor and installation is accessible to direct impact from the cleaning flow.
	Adhesives, Lubricants and Signal transfer liquids:
	Cleanability testing:
	The in-place-cleanability of the prism and sensor of refractometer was evaluated according to EHEDG Doc. 2. The results of the tests demonstrate that the PR53AC in SEFC Flow Cell and the PR53AC/AP in SEFCL elbow connection, with wash nozzle or plug, i...
	Conclusion:
	The Hygienic Design Criteria Evaluation Report concludes that the Refractometers PR-23-AC, PR53AC, PR53AP and mounting parts: SEFC Flow Cell and SEFCL elbow with wash nozzle or blind plug with EPDM gasket comply with the applicable EHEDG HDC for Hygie...
	Name: Dr. A. Friis
	Date: 18th October 2023
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