
Power Distribution Unit QPD101

Features

• QPD101 includes mounting
bracket, cables, and enclosure
assembly ASM210291

• Fast mounting on tripod leg

• Easy status check for circuit
breaker and power through
transparent lid

QPD101 is an AC (mains) power distribution unit for Vaisala TacMetâ Tactical Meteorological
Observation System MAWS201M.

Mains power distribution
QPD101 provides filtered AC (mains)
output for mains power supplies QMP201
and QMP202C, and the freezing rain
sensor. QPD101 has an overvoltage
protector, input filter, voltage control
relay, residual current circuit breaker with
overcurrent protection, and internal PTC
heater with a thermostat.

Both input and output voltages range
from 100 to 240 V AC. QPD101 has 1 input
connector and 3 output connectors.

Robust design
QPD101 has a black polycarbonate
enclosure with a transparent cover and is
delivered with a mounting bracket for
attaching it to the MAWS201M tripod.

QPD101 is intended for outdoor use and
can be used in wet locations. It requires
very little maintenance.



Technical data

Operating environment

Operating environment Outdoor use

Use in wet location Yes

Operating temperature −50 … +60 °C (−58 … +140 °F)

Storage temperature −50 … +60 °C (−58 … +140 °F)

Operating humidity 0–100 %RH, non‑condensing

Pollution degree 2

Maximum operating altitude 3000 m (approx. 9800 ft)

IP rating IP66 1)

1) The EUR plug of AC (mains) cable (ZZ45121‑IP67) is IP44.

Inputs and outputs

Input voltage 100–240 V AC, ±10 %
10 A, 1 phase

Input frequency 50/60 Hz

Output voltage 100–240 V AC
10 A (all 3 outputs in total), 1 phase

Heater 10 W at 240 V PTC self-regulating
Thermostat closes at < +5 °C (+41 °F),
opens at > +15 °C (+59 °F)

Overvoltage category II

Mechanical specifications

Dimensions (H × W × L) 89 × 160 × 120 mm
(3.50 × 6.30 × 4.72 in)

Weight 1.95 kg (4.30 lb)

Enclosure material Polycarbonate

Color Black (AN44)

Cooling Natural convection

Mounting bracket Stainless steel, black painting

Input connector Amphenol ECOMATE 3+PE male

Output connector 3 × Amphenol ECOMATE 3+PE female

Compliance

EU directives and regulations EMC Directive (2014/30/EU)
RoHS Directive (2011/65/EU) as
amended by 2015/863

Electromagnetic compatibility (EMC) EN 61326‑1, industrial environment

Electrical safety IEC 61010‑1

Compliance marks CE, RCM
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